
Optional accessories (see below)

Mobile/Manufactured Homes

Wi-Fi

Freeze Protection

Uniform Energy Factor Ratings 
 NPN-160(U,E)
NPN-180(U,E) 
NPN-199(U,E) 

CSA, NSF 5/Low Lead, AHRI, SCAQMD
(Rule 1146.2 Type 1 - Complies with 14 ng/J or 20 ppm NOx @ 3% O2)

Natural Gas (NG) Propane (LPG)
f

Plumb Easy Valve Set (3/4”)
(30009323A - Lead Free)

(30012581A - for Pipe Cover)

Outdoor Vent Kit

UNIVERSAL - Concentric Direct Vent
INDOOR or OUTDOOR (with Vent Kit)

Job Name:  _____________________________________________
Location:  ______________________________________________
Engineer:  _____________________________________________
Wholesaler:  __________________________________________
Contractor:  ___________________________________________
Model No.:  _____________________________________________
Submitted to:  _________________________________________

(30023991A)

15-Year 5-Year  
5-Year 5-Year

     (**** includes 1-Year Labor warranty - see Navien Limited Warranty)

ANSI Z21.10.3 - CSA 4.3-2017

3/5” Category III Concentric  
43 ft** 

Residential Commercial

NPN-160(U,E) 
NPN-180(U,E)
NPN-199(U,E)  

NP -160(U,E)
NP -180(U,E) 
NP -199(U,E) 

Stainless Steel Heat Exchanger

Built-in Control Panel

Temperature Options 
 

Ready-Link Cascade Compatible  

Indoor and Outdoor
Venting Options

EXTERIOR - Non-Direct Vent
OUTDOOR use only

Concentric (Direct Vent)

NPN Series Tankless Water Heaters
Speci�cation Sheet

Recess Box
(Outdoor Only)

(30023550A)

Ready-Link 
Communication Cable

(GXXX000546)

NaviLink     Wi-Fi Control
(PBCM-AS-001)

TMPipe Cover
(30024017A)

Remote Controller
NR-21DU

(30022717A)

Premium Non-Condensing
Tankless Gas Water Heater



Dimensions

NPN Series Tankless Water Heaters

Navien, Inc.   20 Goodyear, Irvine, CA 92618   Ph: (949)420-0420   Fax: (949)420-0430  www.NavienInc.com 1-NPN-SS-001-

*Navien reserves the right to chang cations at any time without prior notice

Specifications
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7.9 in (201.6 mm)

1 in (26 mm)

A
B

Exhaust Gas Vent Φ 3"

Air Intake Φ 5"

Connection Size

D
E
F

Hot Water Outlet Φ 3/4"

Cold Water Inlet Φ 3/4"

Gas Inlet Φ 3/4"

Connection Size

C Condensate Drain Φ 5/8”

C

Speci�cation Sheet

**

**

** NPN-E Outdoor
    Models Only

Rev. 

Main Supply

Normal

Standby

A

External Pump

u e

Ca ing

Heat Exchanger

< 150W, 1.5 A

5.0 A

Ve Concentric No Ve ng (Outdoor Install on Only)

90W 88W 120W

4 W

114 W
Power Supply

Safety Device

Material

low Control

120V AC, 60Hz

Flow Adjustment Valve

Flame Rod, APS, Overheat Prote on, Ign n Oper n Detector, Temperature High Limit Switch,  
Power Surge Fuse

Cold Rolled Carbon Steel

Stainless Steel

90 W 88W 120W

Min (Btu/h) (NG & LP)

Max (Btu/h) (NG & LP)

UE  (NG & LP)

 

Cold Water Inlet

Hot Water Outlet

Ga  Inlet

10,700

5.8 GPM (22.3) 

7.6 GPM (28.8)

160,000

6.6 GPM (25.0) 

180,000 199,900

9.5 GPM (36.0)8.5 GPM (32.2) 

0.810.810.81

3/4 in NPT

8 in WC - 13 in WC

3.5 in WC - 10.5 in WC 

15-150 PSI

Electronic Ignition

14.0 In(W) X 23.0 in(H) X 9.3 in(D)

10,700 10,700 10,700

Indoor or Outdoor Wall-Hung
(Optional Vent Kit for Outdoor)

Water Pre ure

10,700 10,700

180,000 199,900

4.0 GPM (15.1) 4.5 GPM (17.0)

Minimum low ate

8.5 GPM (32.2) 

5.9 GPM (22.3) 6.6 GPM (25.0)

Dimen ion

Heat Capacity

low ate
(LPM)

4.0 GPM (15.1) 4.5 GPM (17.0) 5.0 GPM (18.9)

3/4 in NPT

5.0 GPM (18.9)

0.5 GPM (1.9 LPM)

3/4 in NPT

Outdoor Wall-Hung Only

0.81

7.6 GPM (28.8)

160,000

60.0 lbs (27 kg)

7.4 GPM (28.0)

9.5 GPM (36.0)

0.81

MODEL

0.81

Weight 55.0 lbs (25 kg) 60.0 lbs (27 kg) 60.0 lbs (27 kg) 55.0 lbs (25 kg) 60.0 lbs (27 kg)

Natural Ga  Supply Pre ure

Propane Ga  Supply Pre ure

 Natural Ga  Manifold Pre ure

Propane Ga  Manifold Pre ure

 
Size

1.3 - 6.6 in WC1.4 - 5.9 in WC 1.3 - 5.3 in WC 1.3 - 6.6 in WC 1.4 - 6.3 in WC 1.3 - 5.4 in WC

0.5 - 3.0 in WC0.7 - 2.8 in WC 0.5 - 2.3 in WC 0.5 - 2.8 in WC 0.7 - 3.2 in WC 0.5 - 2.4 in WC

7.4 GPM (28.0)

Premium Non-Condensing
Tankless Gas Water Heater




